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Ultrasonic and Acousti c Emission Detection

of Fatigue Damage

S. R. Buxbaixn, C. L. Friant, S. E. Fick, and R. E. Green, Jr.
Department of Mechanics and Materials Science

The Johns Hopkins University
Baltimore, Maryland 21218

ABSTRACT

The purpose of the present research is to optimize exist-

ing ultrasonic and acoustic emission techniques and to investigate

new ones for early detection of fatigue damage in aluminum, alloys

used in aircraft construction. An ultrasonic pulse-echo system was

used during fatigue cycling to record conventional A-scan waveforms

as well as to monitor ultrasonic attenuation on 7075-T651 aluminum

alloy specimens possessing different surface conditions. In addition,

acoustic emission signals were recorded simultaneously with the

ultrasonic measurements on each test specimen using two different

acoustic emission system. The task of correlating evidence of

cumulative fatigue damage and acoustic emission data was approached

by the use of long term true-nms averaging of the system output and

frequency danain analysis of acoustic emission signals recorded at

selected intervals throughout the test. The integrity of the data

was verified by independent electronic testing of the instrumenta-

tion, in situ eddy current and visual inspection, and metallographic

examination.
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INTRMUCL--TICN

Various ultrasonic methods of detecting incipient fatigue

damage in metals have been explored by the present investigators

and their colleagues during the past several years. A stmmary of

this research was published as Air Force Office of Scientific

Research Report AFOSR-TR-76-0811 and reproduced by the Nondestructive

Testing Information Analysis Center, NTIAC Newsletter Volume 5 .No. 4

October 1977.

The purpose of the present resecrch is to optimize current

ultrasonic and acoustic emission techniques and to investigate new

ones for the early detection of fatigue damage in aluminum alloys

used in aircraft construction.

The extreme sensitivity of the nondestructive testing tech-

niques of acoustic emission and ultrasonic attenuation to the micro-

structural alterations inherent in the mechanical deformation of

metals has been well documented. These methods have been extensively

exploited in basic research involving the fundamental mechanisms

of plastic deformation, microcrack formation, crack growth, and

fracture; they have also been widely used in technical investigations

concerned with the detection of defects causing failure in structural

materials. In theoretical treatments the experimental results obtained

from both acoustic emission and ultrasonic attenuation measurements

have been attributed to similar deformation mechanisms. Nevertheless,
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the two techniques have seldom been used simultaneously in order

to directly compare their advantages and disadvantages.

RESEA.ZH PROGRESS SMMRY

In the present work acoustic emission monitoring and ultra-

sonic attenuation monitoring were ccnpared as indicators of micro-

structural alterations during mechanical deformation. 7075 aluminum

was chosen as test material because of the existence of published

opinions of other investigators as to the origin of the observed

acoustic emission signals. The results of prior investigators

indicate that, for the aluminun alloy under study, the deformation

mechanisms underlying acoustic emission are different from those

causing changes in ultrasonic attenuation. This suggests that the

two monitoring techniques can be synergistically ccbined, thereby

synthesizing a method yielding far more information than either

technique alone.

In previous work, simultaneous acoustic emission and ultra-

sonic attenuation monitoring was conducted during tensile elongation

of test specimens of 7075 and several other aluminun alloys, as

well as during fatigue testing of prismatic bars of 7075-T651

altmtinum. In performing the present research, efforts were made to

inprove upon and to extend the previous work to more realistically

simulate typical in-service conditions by conducting fatigue tests

at lower stresses and therefore for longer tine periods. Some tests

were terminated prior to fracture after the occurrence of significant



5

changes in acoustic emission or ultrasonic attenuation were detected.

In these cases eddy current scanning was then used to locate the

crack responsible for the observed changes. Metallographic examina-

tion of the crack initiation region was performed in order to investi-

gate the relationship between the observed features of the ultrasonic

data and the physically deformed microstructure. The acoustic emission

system used in earlier work was supplemented by a second system of

different type, which permitted comparison of signal processing tech-

niques. Improved instrumentation was used to obt iin long-term averages

of the acoustic emission signal energy and to record individual burst

waveforms for later analysis both in the time and frequency domains.

This facilitated discrimination among emissions caused by defect

initiation, defect groth, and extraneous mechanical noise. The

specimens were subjected to several different surface preparations

in order to assess the effect of surface condition on the early detection

of fatigue damage using acoustic emission and ultrasonic attenuation

techniques. The prismatic bar shape used previously was modified so as

to perit simltaneous ultrasonic attenuation and dual acoustic emission

measurements to be made in combination with in situ eddy current and

visual inspection. The new specimen geometry and mounting arrangement

is shown in Fig. 1. Extraneous machine noise was decoupled fran the

specimen by placing 1/16 in. thick Teflon pads on all surfaces of

contact between the specimen and the fatigue machine grips. As shown,

the acoustic emission transducers were mounted on the upper and lower
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surfaces of the test specimens between the fixed grip and the end-

mounted ultrasonic attenuation transducer. A sharp reduction in

cross-section was machined in each specimen in order to provide a

stress concentration region and thus localize the region of prc ole

failure. This localization simplified the visual and eddy current

examination for surface breaking cracks during fatigue cycling. The

shoulder of the reduced cross-section was located sufficiently far

from the fixed steel grip that any deleterious effects on eddy current

testing that would otherwise be caused by close proximi.t, were

eliminated. The constricted area also ensured that the radiated

sound field of the transducer overfilled the region where fatigue

damage occurred. As shown in Fig. 1, the corners formed at the reduced

cross-section incorporated a 1/16 in. radius in order to eliminate

erratic experimental results caused by notches introduced by machining

of square corners.

The fatigue machine; acoustic emission, ultrasonic attenuation,

and eddy current instrumentation; and the specimen mounting arrangement

are illustrated schematically in Fig. 2. The fatigue machine causes

the test specimen to be loaded in reverse bending as a cantilever beam

at a rate of 1725 cycles per minute. Stepless adjustment of an

eccentric cam permits variation of the beam deflection over a wide

range of values.

Two different commercial systems incorporating different trans-

ducers were used to obtain acoustic enission data. This allowed

21
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comparisons of the systems to be made both on the electronics test

bench and under actual operating conditions. The use of tandem

systems provided a safeguard against complete loss of data in the

event of equipment failure and allowed simultaneous comparison of

different strategies of analog signal processing using the same data.

A schematic of the cmbined ultrasonic attenuation and acoustic

emission monitoring systems is shown in Fig. 3. Attenuation data

was recorded in two forms. A multipoint strip-chart recorder was

used to obtain a continuous record of the attenuation as the scaled

logarithm of the ratio of the amplitudes of two selected echoes. In

addition, the pulse-echo pattern displayed on the moni- oscillo-

scope was photographed at intervals throughout the teL Two methods

were also employed for monitoring acoustic emission. jital

oscilloscope (Nicolet Explorer III) was used at propit- s times

during the tests to record individual burst waveforms from both

acoustic emission systems simultaneously. A floppy disc memory

allowed later computer processing of the data. Since burst waveform

data is sufficiently information-intensive to preclude its continu-

ous long-term recording, true-rms voltmeters were used at the analog

outputs of the acoustic emission system in order to integrate the

data during the course of an experiment. The averaged outputs of

the voltmeters were continuously recorde.d on the strip-chart

recorder.
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Ultrasonic Attenuation System

The ultrasonic attenuation system is ccansed of a Matec

6600 pulser-receiver, with a 950B rf plug-in, and a 2470A attenua-

tion recorder. An Aerotech Gamma Series 10MHz longitudinal mode

transducer with a by 1 in. active area was used with the ultra-

sonic system. The attenuation recorder includes a time gate per-

mitting selection of any two echoes from the received wave train,

automatic gain control to stabilize the anplitude of the echoes,

and circuitry to obtain the logarithm of the ratio of the two

selected echo amplitudes. The attenuation recorder was modified

to allow the selection of the leading echo as either the numerator

or denominator in the log ratio. This feature was introduced in

order to obtain enhanced sensitivity to fatigue damage for certain

attenuation measurement schemes. The rf pulses applied to the

specimen were synchronized with the fatigue loading cycle by the use

of an optical pickup from the rotating shaft of the fatigue machine.

This assured consistency in the recorded data by avoiding beat

frequency effects associated with random pulsing. A variable delay

interposed between the optical trigger and the sync input of the

pulser-receiver allowed attenuation to be measured at any desired

point in the load cycle. A typical pulse-echo pattern is shown in

Fig. 4. Peak A is due to the reflection of ultrasonic energy from

the reduced cross-section shoulder of the specimen. The next large

echo, peak C, is due to reflection from the end of the specimen.



LL.

x Z
-L U LLL&

Lii

c-- Li

--- i



13

The other labeled echoes in Fig. 4 will be discussed later in an

analysis of the effectiveness of ultrasonic attenuation measure-

ments as indicators of crack initiation. The attenuation recorder

was adjusted to utilize echoes A and C because experimentation

revealed that other usable pairs of echoes gave attenuation values

less sensitive to fatigue damage. The continuous record of attenua-

tion, plotted on a Leeds and Northnrp 250 Series multipoint recorder,

was used for trend analysis, while the oscilloscope photographs of

the pulse-echo pattern were used for verification and to check for

gross abnormal damage in the specimen.

The operational difficulties associated with the occurrence

of significant events when a fatigue test was unattended were avoided

by the use of electronic devices to autcmatically halt the test. One

device monitored the rate of rise of the attenuation and triggered

when a pre-set threshold was exceeded. This circuit was designed to

be conpletely insensitive to slow signal drift caused by any part of

the experimental apparatus. Since this device was unresponsive to

changes approximately 8 percent of the tine, i.e., tripping might be

delayed 5 sec. with an 0.08 probability, a second unit was designed

to trip instantly if the attenuation deviated from a range bounded

by two set points. This device was used when the need for rapid

response outweighed the inconvenience of false alarms. The use of

automatic cutoff circuitry allowed inspection of the specimen at

selected increments of attenuation change and thereby correlation

of specimen surface damage and the attenuation data, with minimal
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down time and relaxation effects.

Acoustic Emission Systems

The acoustic emission systems used in this research were

an AML Type 3 Acoustic Emission Amplifier, loaned by the Adniralty

Materials Laboratory (now the Admiralty Marine Technology Establish-

ment) and a Trodyne Model 7500-4 Acoustic Emission Source Location

System. Since the experiments performed during the course of this

research did not involve event counting, the independent proof of

performance tests conducted with the instruments were limited to the

analog circuitry. Frequency response was measured both for the

amplifier sections alone and for the complete systems including

transducers. The amplifier section tests were made using a Hewlett

Packard 310A Wave Analyzer to drive the amplifier input through a

suitable termination. The frequency response of a ccmplete system

was measured by driving the transducer attached to it with an

acoustical signal generated by a second transducer excited by the

wave analyzer. The frequency response of this second transducer was

independently measured with driving and driven transducers acous-

tically coupled. The output broadband noise voltage with no input

voltage applied, i.e., the noise floor, of each system was measured

with the Fluke 8920A tre-rms voltmeters used to measure the acoustic

emission levels during fatigue tests. The transducers were elec-

trically connected but acoustically isolated for the noise floor tests.

The AML system was the less comiplicated of the two acoustic

emission systems used. Its significant features include extensive

i.L
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electrical shielding and provision for battery operation to avoid

powerline-induced disturbances. The transducers supplied with the

unit consisted of a small cube of PZT-8 mounted in a brass housing

containing a rf matching transformer. A multi-shielded Mu-metal

and copper screened cable was provided to carry the low level acoustic

emission input signal to an 18 dB preamplifier contained in the main

amplifier cabinet. The electrical frequency response of the main

amplifier at 70 dB gain is shown in Fig. 5. The bandwidth is con-

stant over the available gains of 60-100 dB since the gain is

increased by switching in additional 10 dB stages. The frequency

response of the complete systen is shown in Fig. 6. It can be seen

that the bandwidth is reduced and modulated by transducer resonances.

A plot of driving transducer terminal voltage versus frequency,

Fig. 7, with the transducer excited by a high impedance rf generator,

shows that the additional resonances are in the driven Adniralty

transducer. The rms noise floor voltage, over a bandwidth of 20 Mz,

varied from 2.6 mV at 60 dB gain to 210 mV at 100 dB gain, which is

consistent with the design of the unit. Since the maximum rms voltage

swing at the analog output jack is 1 volt, the available dynamic

range varies from 30 dB at 60 dB gain to 14 dB at 100 dB gain.

Although the available dynamic range is completely adequate for

event counting, care was necessary in these evaluation experiments to

maintain sufficient gain while avoiding overload.

The Trodyne system utilized a small 10 dB preamplifier module

to minimize the effects of the coaxial cable connecting the transducer
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to the preanplifier input. The system has provisions for time

discrimination and event counting procedures for source localization,

although these features were not needed in the present work. The

electrical frequency response of the main aplifier, measured with

none of the available band pass filters in use, is shown in Fig. 8.

The frequency response of the system, again with no filtering, con-

nected to a Panametrics Type AE-01-L transducer is shown in Fig. 9.

The curve shown in Fig. 10, exhibiting the frequency response of the

source transducer, demonstrates that the receiving transducer causes

considerable coloration of the frequency response. The available

band pass filters have excellent slope and rejection characteristics,

as can be seen in Fig. 11, which is the frequency response curve

of the system with the same Panametrics transducer and a 100 kHz-

400 kHz filter. The rms noise floor measured 40 mV regardless of

system gain indicating that the system performance was not limited by

the preanplifier, but by later stages of amplification.

Eddy Current Examination

A Halec eddy current crack detector unit was used to search

for the presence of surface cracks after the occurrence of a signifi-

cant change in either ultrasonic attenuation or acoustic emission.

This particular instrument operated at 3 MHz and was therefore only

sensitive to surface breaking cracks. A pencil-shaped eddy current

probe with a rounded tip permitted detection of surface cracks less

than 1/16 in. long. A rounded tip was used rather than a flat one

because of the greater relative ease with which contact with the
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specimen cxuld be maintained. Another advantage of the rounded

probe tip was its insensitivity to departures of as much as 15 deg.

from the ideal positioning normal to the specimen surface. Although

eddy current response is affected not only by specimen dimensions,

geometry, and surface discontinuities, but also by the electrical

conductivity and magnetic permeability of the specimen material,

for 7075-T651 aluminum the changes in conductivity and permeability

due to fatigue cycling are negligible. Since changes in the total

area of metal surrounding the probe affect the signal, the probe was

normally kept at least 1/8 in. from all specimen edges during scanning.

Scans closer to the edges could be made by carefully adjusting the

instrument. The utility of eddy current scanning of fatigue specimens

is enhanced by the fact that the typical fatigue crack geomcetry is

optimal for eddy current detection.

Metalloraphic Examination

After the presence of a crack was detected by a change in

ultrasonic attenuation or acoustic emission and verified by eddy

current probing, the fatigue test was either continued until the

specimen fractured or the test was terminated and the specimen removed

for metallographic examination. In the cases where the specimen

fractured, the fracture surfaces were photographed in order to maintain

a permanent record of the region of crack initiation and the region

where the crack walls rubbed together after initiation. In the cases

where the fatigue test was terminated prior to fracture, the region

of the specimen surface close to the crack was carefully examined
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with a Bausch and Larb metallographic microscope capable of

magnifications in excess of 5000X when an oil immersion objective

was used. Subsequent to this surface examination, the specimen

was sectioned and mounted in a metallographic mount. The mounted

specimen was ground on successively finer grinding papers down to

600 grit and then polished on lapidary wheels using 15 11 and 0.05 u

compounds. In order to remove the cold-worked surface layer and to

delineate the microstructure, the mechanically polished specimen

was immersed in Keller's Reagent for 15 sec. and then plunged into

1800 F water to remove the etchant. Finally the specimen was blown

dry and clamped to the microscope stage. The specimen microstructure

was examined for the presence of regions of high plastic deformation

such as deformation bands, and for the effects of grain boundaries,

inclusions, and precipitates.

Fatigue Test Results

To provide a data base and to verify expectations involving

the effects of fatigue test amplitude, specimen georetry, and specimen

surface preparation on fatigue life, a variety of tests was conducted.

Table I contains details of tests run on sixteen specimens which

possessed the geometry depicted in Fig. 1. Figure 12 shows a plot of

bending stress versus number of fatigue cycles for the sixteen speci-

mens listed in Table I as well as for four specimens (labeled A, B, C, D)

which possessed sharp square-corners at the reduced cross-section

shoulder. The use of a logarithmic scale to plot the number of fatigue

cycles facilitated the compact display of the wide range of test dura-

tions. The different symbols in Fig. 12 represent the different
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specimen surface preparations: triangles indicate fine or rouge

polish, circles correspond to 400 grit polish, and squares denote the

square-cornered shouldered specimens, all of which were tested in the

as-received surface condition. Curve I of Fig. 12 is an approximate

S-N curve for the rouge and fine polished specimens which were tested

either until specimen fracture or until crack formation was detected

and the fatigue test terminated. This curve exhibits the character-

istic "knee" that defines a stress amplitude (endurance limit) below

which the specimen can tolerate an indefinite ntmber of fatigue

cycles without fracturing. Since the fatigue testing arrangement

used in the present research was scarwhat different than that used to

obtain American Society for Metals Handbook data, the endurance limit

of 2.2 x 104 psi indicated in Fig. 12 may be considered to be in

close agreement with the handbook value of 2.3 x 104 psi for 7075-T6

aluminumn. The trend for specimens fatigued in the as-received

surface condition or with 400 grit paper surface polish is not as

clearly defined as that for the highly polished specimens. However,

an approximate endurance limit can be estimated from Curve II. The

arrows beside data point numbers 3, 4, 5 and 8 in Fig. 12 indicate

that these specimens showed no sign of imminent failure after more

than twelve million cycles.

Ultrasonic Attenuation Measurements

The initial ultrasonic attenuation and acoustic emission

measurements conducted in the present research were made on specimens

which possessed sharp square-corners at the reduced cross-section
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shoulder. This design provided both a well defined pulse-echo

pattern and a region where the fatigue damage should be localized

in a manner compatible with eddy current scanning. However, it was

found that the notch effect at the sharp corner caused a severe

stress concentration causing premature crack formation and fracture.

This problem was overcome by rounding the corners of the shoulder

as shown previously in Fig. 1.

Early warning of fatigue failure attainable with ultrasonic

attenuation was observed to be strongly dependent on specimen surface

condition. Polishing the surface of the specimens necessitated an

increase in the amplitude of bending (and hence the stress) required

to initiate failure in a given number of cycles. This increase in

fatigue life due to surface polishing can be explained by considering

any surface irregularity as a potential crack initiation site. Polish-

ing reduces the nurber and severity of surface irregularities and

thus greatly decreases the number of potential crack initiation sites.

As mentioned earlier, the ultrasonic attenuation measurements

made during the present research were not conventional attenuation

measurements in that the attenuation values recorded were not

obtained from the amplitude ratio of two successive reflections from

the same part of the test specimen. Instead the amplitude of the

first reflection from the specimen shoulder was ccmpared with the

amplitude of the first reflection from the specimen end. This was

done for two reasons. First, these two reflections had larger

amplitudes than any of the other detectable reflections, and second,
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it was thought that this procedure would enhance system sensitivity

to crack formation. Since crack initiation occurs near or in the

plane of the shoulder, and since there is reflection of ultrasound

from the crack, the first reflection fram the shoulder is increased

by crack formation. On the other hand, a crack at the shoulder will

disperse ultrasound traveling the full length of the specimen and

thus reduce the anplitude of the first reflection from the specimen

end. Hence, the relative change of the ratio of the amplitudes of

the reflections fram the shoulder and specimen end will be greater

than that of two successive reflections fran the specimen end.

In nine out of ten tests on specimens fatigued until crack

formation occurred, the presence of a crack easily detectable by

eddy current scanning was indicated by at least an 0.5 dB change in

ultrasonic attenuation. Included in Table I are the percentages of

elapsed fatigue life where 0.5 and 1.0 dB changes in ultrasonic

attenuation were recorded. In two cases the 0.5 dB change in

attenuation observed was a decrease rather than an increase. All

1.0 dB attenuation changes were increases and portended imminent

failure. In the last colxn of Table I, the number of fatigue cycles

between crack detection and specimen fracture is indicated.

Figures 13 and 14 show typical change in ultrasonic attenua-

tion versus percent fatigue life curves for highly polished and as-

received surface condition specimens fatigued to fracture. Ultrasonic

attenuation gave earlier warning of fatigue damage for specimens in

the as-received and slightly polished surface condition than for
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specimens with highly polished surfaces. Carparison of the experi-

mental results obtained for specimens 10 and 15 show that, for

fatigue tests of similar length, the number of fatigue cycles fra

crack initiation to specimen fracture was 2.97 x 10s for the as-

received specimen (15) and only 1.08 x 105 for the highly polished

specimen (10). In both cases, when surface crack initiation occurred,

the ultrasonic attenuation changed significantly. Several explanations

for this observed behavior are possible. Consider the well-established

fact that polishing increases the fatigue strength, i.e., the stress

at which, for a given number of cycles, a specimen will fail. Thus,

for the tests of comparable length run during the present research, the

more highly polished specimens were fatigued at higher stress amplitudes

than the as-received and less polished specimens. In spite of the

higher stress amplitudes, crack initiation occurred later in the

fatigue life of the polished specimens. This delay in crack initiation

can be attributed to the reduction in number and severity of potential

crack initiation sites as a result of surface polishing. Since crack

initiation is invariably accompanied by substantial changes in ultra-

sonic attenuation, this explanation is consistent with the experimental

results. The relative lack of early warning obtained with the highly

polished specimens is also consistent with to other factors. First,

a highly polished specimen will fracture faster, once a crack has

been initiated, because of the higher stress amplitude being applied

during the fatigue test. Second, because of the higher stress amplitude

I,
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and longer test duration prior to crack initiation, the highly

polished specimens will have sustained more extensive bulk damage

than the less polished specimens. Once initiated, the crack propa-

gates easily and rapidly through the highly polished specimen until

fracture. This severely limits the amount of early warning attain-

able by ultrasonic attenuation monitoring. In the case of the

as-received and less polished specimens, earlier warning was possible

because at the time of crack initiation the surrounding material was

still relatively unchanged except for a small plastically deformed

region around the crack tip and sides.

A pulse-echo pattern as photographed from the monitoring

oscilloscope after a test specimen had exhibited crack initiation

is shon in Fig. 15. Comparison of this pattern with the pattern

photographed prior to fatigue crack initiation, Fig. 4, reveals

several significant differences. The amplitude of the first reflection

from the specimen end, peak C, is much smaller in Fig. 15 than in

Fig. 4. This decrease in amplitude of peak C is caused both by the

enhanced reflection from and diminished transmission through the crack,

and by the action of the autnmatic gain control circuitry in the atten-

uation recorder. Any increase in the amplitude of the first reflection

from the shoulder, peak A, is cancelled by the automatic gain control,

which by decreasing the overall system gain effectively decreases the

amplitudes of all other echoes.
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Crack detection can also be accomplished by inspection of

the pulse-echo waveform. Although the use of a reduction in cross-

section to localize crack formation causes a large reflection of

ultrasound from the shoulder thus created, the appearance of new

echoes signalling crack initiation is not precluded. For exanple,

peak F in Fig. 15 has no counterpart in Fig. 4. The time of arrival

for echo F corresponds to a reflection from the specimen end,

followed by a reflection from the crack, a second reflection from

end, and finally transmission of the pulse past the crack to the

transducer. It follows from the specimen geometry that the decrease

in cross-sectional area at the shoulder causes partial reflection of

a pulse traveling away fram the transducer, but has an insignificant

effect on a pulse traveling from the specimen end to the transducer.

Echoes B and D in Fig. 15, the second and third reflections from the

shoulder-crack plane, show increased amplitudes relative to their

counterparts in Fig. 4. This illustrates the increased reflectivity

caused by the presence of the crack. T.- reflection-transmission

explanation presented earlier is also supported by the decrease in

amplitude of echo G in Fig. 15 compared with Fig. 4. Tds echo,

which is due to the second reflection fran the specimen end, has

traversed the shoulder plane four times and is therefore greatly

attenuated when a crack is present.

Acoustic Emission Measurements

Acoustic emission data was gathered using the to systems

described earlier. In the absence of any a priori information

Li....._____. ..
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suggesting a different approach, the frequency responses of the

two systems were selected to be approximately equal. As expected,

the observed differences in system performance and in the data itself

fram the two systems were negligible.

In contrast to the situation with ultrasonic attenuation

monitoring, considerable acoustic emission activity in the form of

burst emissions transpired early in the fatigue tests. A typical set

of burst waveforms, one fra each system, is shown in Figs. 16 and 17.

The relatively long, 1.5 msec, duration of the bursts is probably due

to multiple reverberations inside the specimens. The frequency

spectra corresponding to the waveforms reproduced in Figs. 16 and 17

appear in Fig. 18. The presence of many sharp peaks in both spectra,

rather than a smooth more continuous curve, supports the hypothesis

that high order vibrational modes were present. In the spectrum

obtained using the Admiralty system, the peak at 98.6 kHz corresponds

to the frequency calculated by assuning vibrational nodes at the

specimen end and at the plane through the shoulder. The presence of

many adjacent peak-s is not surprising, considering the cmplicated

specimen shape. Anticipated refinements in procedure and equipment

are expected to enable improved burst waveform characterization in

both time and frequency domains.

The general trend provided by continuous monitoring of

acoustic emission also provided insight into the general nature of

fatigue damage. In Fig. 19 the relative changes in the averaged

root-mean-square voltage output of both the Admiralty and Trodyne
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FIGURE 18. FREQUENCY SPECTRA OF TYPICAL
ACOUSTIC EMISSION BURST WAVEFORMS
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systems are displayed. As shown, the overall acoustic emission

level increased when a crack formed and propagated. This was prcbably

caused by the newly created crack walls abrading against each other

during subsequent fatigue cycles. Selected portions of an actual rms

acoustic emission record as recorded on the strip-chart recorder are

shown in Fig. 20. It should be noted that, in addition to a general

increase in the overall acoustic emission level following crack

initiation, the intensity of the bursts decreased as the specimen

approached fracture. The relatively long time constant of the instru-

mentation used thus far precluded detailed interpretation of the spikes

in the strip-chart record. Experimentation with inproved instrumenta-

tion is currently being conducted in order to identify the origin and

nature of this behavior.

Eddy Current Examination

After the set-point circuit stopped the fatigue machine when

an 0.5 dB change in ultrasonic attenuation occurred, eddy current

scanning was used to verify the presence of a surface crack. Due t

the symmetric loading, there were four highly probable sites for

crack initiation on each specimen. These sites were located at the

four corners of the reduced cross-section shoulder. The presence

of nultiple potential crack initiation sites precluded any sinple

continuous eddy current monitoring. Conceivably, a complex mechanical

scanning device could be designed and constructed if continuous eddy

current scanning was deemed necessary.
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After the presence of a crack was confirmed, further eddy

current scanning was employed in order to determine the length and

relative severity of the crack. Such a series of scans for a typical

fatigue specimen is shown in Fig. 21. The eddy current pencil probe

was used to scan along the specimen length at 0.01 in. intervals

starting 0.1 in. fran the specimen edge. The amplitudes of the peaks

represent the relative severity (depth) at different locations along

the crack. The positions of the peaks represent the position of the

crack along the scanned specinen length. The scans shown in Fig. 21

indicate that the crack scanned was perpendicular to the specimen

length and originated at the top edge of the scanned width. This

scanning procedure gave a very accurate and fast method of crack

location and size. When it was decided to continue the fatigue test

to specimen fracture, the propagation of the crack across the specimen

surface could be easily monitored using eddy current scanning. This

was of particular importance when testing specimens with as-received

surfaces, because the crack was undetectable usually in its early

stages.

Metallographic Examination

Metallographic analysis performed on the fatigued specimens

showed several interesting features. Figure 22 indicates schematically

the location of a typical crack on the specimen surface. For all

specimens tested, the crack initiated on the surface at one of the

four corner sites previously mentioned. Figure 23 indicates the loca-

tion on the specimen of the fracture surfaces displayed in the typical
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Direction of

fatigue crack

propagation

0

0.60"

FIGURE 21. SERIES OF EDDY CURRENT SCANS OF A

SURFACE FATIGUE CRACK. AMPLITUDE REPRE-
SENTS RELATIVE CRACK SEVERITY. SCANS
ARE 0.01 IN. APART STARTING 0.10 IN FROM
SPECIMEN EDGE.
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fractographs of Figs. 24, 25, 26 and 27. Figures 24 and 25 show

the fracture faces of specimen 14, which was fatigued in the as-

received condition to couplete fracture at a stress amplitude of

1.85 x 10' psi. For this specimen the crack originated at the lower

left corner of the specimen as viewed in the fractograph shown in

Fig. 24. The corresponding location in Fig. 25 is the upper left

corner. Both of these figures show darkened regions and a very

irregular surface near the corner where the crack initiated. Rubbing

of the crack faces during cyclic bending accounts for the very dark

areas, while the general irregularity of the surface is due to the

brittle nature of the early phase of fatigue cracking. As the crack

progressed through the bulk of the specimen, the effective cross-

section subjected to the cyclic forces of reverse bending was

reduced. Thus, for a constant vibration amplitude, the effective

stress was increased, causing the crack to propagate at an increasing

rate.

Ccmparison of Figs. 26 and 27 with Figs. 24 and 25 reveals

the difference between the fracture surfaces obtained from specimens

having a fine surface polish and those possessing an as-received

surface. Figures 26 and 27 are fractographs fran specimen 7, which

possessed a polished surface. The light areas of Figs. 26 and 27

are significantly larger than those of Figs. 24 and 25, indicating a

greater amount of work hardening in the material due to the higher

stress applied over a greater number of cycles, prior to crack

initiation in the polished specimens. Conversely, the rougher
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darkened regions are more widespread in the fractographs of a

specimen with an as-received surface condition, Figs. 24 and 25.

These regions of the fracture surface are less brittle in nature than

the lighter regions, indicating less work hardening. Crack propagation

is much slower in such regions than in the lighter, more brittle regions.

Another region of interest in the fractographs shown in Figs. 26 and

27 is the very dark region located in one corner of the fracture sur-

face, which indicates that portion of the specimen which underwent

ductile flow just prior to specimen fracture.

In addition to fractographs of the fracture surfaces, the

cracked surfaces were examined microscopically. Figure 28 shows the

transgranular propagation of a fatigue crack in specimen 13. The

elongated grains indicate the rolling direction of the 7075-T651

aluminmn alloy, and, as can be seen, the crack initiated and pro-

pagated perpendicular to the rolling direction. The effect of non-

metallic inclusions and intermetallic particles on fatigue crack

propagation is illustrated in Fig. 29 where the crack is shown to

have propagated through two such particles. Also shown in Fig. 29

are several deformation bands (short, straight lines) which are

evidence of extensive localized plastic deformation. Figure 30

shows a fractured particle which was in the path of the propagating

fatigue crack. Both Figs. 29 and 31 demonstrate the presence of

secondary cracking. Figure 32 shows a stepped portion of a fatigue

crack in specimen 13. The stepped nature of the crack suggests that

the crack followed the localized deformation bands during propagation.
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